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rmatyczne 19” SWK IP54 
a 

Szafy wiszące teleinfo 
specyfikac j 

SWK IP54 

 Types of doors 

RAL 7035 

RAL 9005 

Delivered 
assembled 

 Application 

bolted gland plate 
Indoor use 

Outdoor use 
(on request) 

Protection rating Loading capacity 

Available colours Delivery 

KG 

60 

Application: 

Construction characteristics: 

Wall mounted cabinets 19” 
specification 

ROOR 

S H
E G E L T A S S T S E D E L O D O

Solid gland plate top and bottom plate
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SWK IP54 Szafy wiszące t eleinformatyczne 19” 

Usable Dimentions (mm) Usable Loading Type of doors Application 

height 
U x 44,45 MM width height depth depth 

(mm) 
capacity 

(kg) 
sheet 

steel door 
glass 
door 

indoor outdoor 
Code 

S W G 

400 340 

DP DS W Z 

SWK19-6U-40-DP-W 

SWK19-6U-40-DP-Z 

SWK19-6U-40-DS-W 

SWK19-6U-40-DS-Z 
6U 

9U 

12U 

15U 

18U 

600 

600 

600 

600 

600 

335 

470 

605 

737 

870 

600 

400 

600 

400 

600 

400 

600 

400 

600 

60 

540 

340 

60 

540 

340 

60 

540 

340 

60 

540 

340 

60 

540 

SWK19-6U-60-DP-W 

SWK19-6U-60-DP-Z 

SWK19-6U-60-DS-W 

SWK19-6U-60-DS-Z 

SWK19-9U-40-DP-W 

SWK19-9U-40-DP-Z 

SWK19-9U-40-DS-W 

SWK19-9U-40-DS-Z 

SWK19-9U-60-DP-W 

SWK19-9U-60-DP-Z 

SWK19-9U-60-DS-W 

SWK19-9U-60-DS-Z 

SWK19-12U-40-DP-W 

SWK19-12U-40-DP-Z 

SWK19-12U-40-DS-W 

SWK19-12U-40-DS-Z 

SWK19-12U-60-DP-W 

SWK19-12U-60-DP-Z 

SWK19-12U-60-DS-W 

SWK19-12U-60-DS-Z 

SWK19-15U-40-DP-W 

SWK19-15U-40-DP-Z 

SWK19-15U-40-DS-W 

SWK19-15U-40-DS-Z 

SWK19-15U-60-DP-W 

SWK19-15U-60-DP-Z 

SWK19-15U-60-DP-W 

SWK19-15U-60-DP-Z 

SWK19-18U-40-DP-W 

SWK19-18U-40-DP-Z 

SWK19-18U-40-DS-W 

SWK19-18U-40-DS-Z 

SWK19-18U-60-DP-W 

SWK19-18U-60-DP-Z 

SWK19-18U-60-DS-W 

SWK19-18U-60-DS-Z 

Optionally: 
SWK-Multigate cable gland plate 

Wall mounted cabinets 19” 




